
Assembly Instructions

HYGINITY
System Twin Roll Toilet Paper 
Dispenser  Item No.:   333422 / 333423

HYGINITY System Doppelrollen-Toilettenpapierspender
HYGINITY System toiletpapierdispenser voor dubbele rollen
HYGINITY Distributeur double pour papier toilette système en rouleau
HYGINITY Dozownik do papieru toaletowego na dwie małe rolki systemowe

 4x  4x
3,5 mm 
x 30 mm

6 mm

Supplied

 Ø 6 mm

Needed tools
Align with integrated spirit level,
mark by pen + drill holes

Attaching
Dispenser to
Mounting Plate

2.   snap in
1.   Hang up and 

 Ø 6 mm

Mounting Plate

Preferred distance

recommended
height
70 cm 2.   li� the dispenser.

Removing Dispenser from
Mounting Plate

1.   Press the inner snap
and than

1.

2.

1.

2.
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Suitable for

JT3



HYGINITY
System Twin Roll Toilet Paper 
Dispenser
Item No.:   333422 / 333423

To use the removable key,
the pin must be pulled out. Pin outside

If you want to use the
permanent key, press the pin in
a�er you have inserted the key.

Push Pin inwards

Key
options

Removable key Permanent Key

X

Mounting
hole group
for optional
sensor unit

Refill

Upgrade

A�er use, discharge
empty role at the
bottom of dispenser

Please place original Satino
System Toilet Paper Rolls
JT3 in the dispenser.

1.   Open the dispenser with the key at the top

2.   Put the first role into the vertical guidance rail.
Please mind the right direction.

3.   Pull out first sheet, when role is in correct position

4.   Put the second role over the first role into the
vertical guidance rail
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Small rail

Large rail

Small plug


